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1
FIELD EFFECT TRANSISTORS FOR A
FLASH MEMORY COMPRISING A
SELF-ALIGNED CHARGE STORAGE
REGION

CROSS-REFERENCE TO RELATED
APPLICATION

This is a divisional of co-pending application Ser. No.
12/939,282, filed Nov. 4, 2010, which claimed priority from
German patent application No. 10 2010 002 455.4, filed Feb.
26, 2010.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Generally, the present disclosure relates to the field of
integrated circuits, and, more particularly, to field effect tran-
sistors used for non-volatile information storage.

2. Description of the Related Art

Integrated circuits typically comprise a great number of
circuit elements on a given chip area according to a specified
circuit layout, wherein advanced devices may comprise mil-
lions of signal nodes that may be formed by using field effect
transistors, which may also be referred to herein as MOS
transistors. Thus, field effect transistors may represent a
dominant component of modern semiconductor products,
wherein advances towards increased performance and low
integration volume are mainly associated with a reduction of
size of the basic transistor structures. Generally, a plurality of
process technologies are currently practiced, wherein, for
complex circuitry, such as microprocessors, storage chips,
ASICs (application specific ICs) and the like, MOS technol-
ogy is currently one of the most promising approaches due to
the superior characteristics in view of operating speed and/or
power consumption and/or cost efficiency. During the fabri-
cation of complex integrated circuits using MOS technology,
millions of field effect transistors, i.e., N-channel transistors
and/or P-channel transistors, are formed on a substrate
including a crystalline semiconductor layer. A MOS transis-
tor, irrespective of whether an N-channel transistor or a
P-channel transistor is considered, comprises so-called PN
junctions represented by an interface formed of highly doped
drain and source regions and an inversely or weakly doped
channel region disposed between the drain region and the
source region. The conductivity of the channel region, i.e., the
drive current capability of the conductive channel, is con-
trolled by a gate electrode formed above the channel region
and separated therefrom by a thin insulating layer.

Due to the decreased dimensions of circuit elements, not
only the performance of the individual transistor elements
may be increased, but also their packing density may be
improved, thereby providing the potential for incorporating
increased functionality into a given chip area. For this reason,
highly complex circuits have been developed, which may
include different types of circuits, such as analog circuits,
digital circuits and the like, thereby providing entire systems
on a single chip (SoC). Furthermore, in sophisticated micro-
controller devices, an increasing amount of storage capacity
may be provided on chip within the CPU core, thereby also
significantly enhancing the overall performance of modern
computer devices. Similarly, in many types of control cir-
cuits, different types of storage devices may be incorporated
s0 as to provide an acceptable compromise between die area
consumption and information storage density on the one side
versus operating speed on the other side. For instance, fast or
temporary buffer memories, so-called cache memories, may
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be provided in the vicinity of the CPU core, wherein respec-
tive cache memories may be designed so as to allow reduced
access times compared to external storage devices.

On the other hand, increasingly, non-volatile memories
may have to be incorporated in sophisticated semiconductor
devices, wherein the flash memory technique represents one
promising technology, in which MOS technology may be
efficiently applied to forming storage cells. To this end, basi-
cally, a field effect transistor is provided, in which transistor
operation is controlled, on the other hand, by a gate electrode,
as discussed above, which additionally includes a floating
gate that is electrically insulated from the control gate elec-
trode and from the channel region and drain region of the field
effect transistor. The floating gate represents a dielectric
charge storage region within the control gate electrode of the
field effect transistor and may hold stationary charge carriers,
which in turn influence the current flow behavior of the field
effect transistor. The stationary charge carriers in the floating
gate may be injected upon establishing a specific operation
mode, which is also referred to as programming of the
memory cell, in which per se negative effects, such as hot
carrier injection and the like, that is, any type of leakage
current generating mechanism, may result in the incorpora-
tion of charge carriers in the charge storage region. Conse-
quently, in the normal operation mode, the injected charge
carriers in the charge storage region may thus significantly
affect the current flow through the channel region of the
transistor, which may be detected by appropriate control cir-
cuitry. On the other hand, upon erasing the memory cell, the
charge carriers in the charge storage region may be removed,
for instance by establishing appropriate voltage conditions,
thereby establishing a detectable different operational behav-
ior of the field effect transistor during the normal operation
mode, i.e., during the operation with the standard supply
voltages. Although the concept of flash memory cells, i.e., of
field effect transistors comprising a floating gate, provides a
non-volatile storage mechanism with moderately high infor-
mation density and low access times, in turns out that further
device scaling and compatibility to other sophisticated mask
technologies may be difficult to be achieved on the basis of
conventional concepts for forming non-volatile storage tran-
sistors, as will be described in more detail with reference to
FIGS. 1a-1e.

FIG. 1a schematically illustrates a cross-sectional view of
a semiconductor device 100, which may represent any semi-
conductor device including a flash memory area. For
example, the semiconductor device 100 represents a memory
chip, a control circuit including a non-volatile memory and
the like. For convenience, a single memory cell 150 is illus-
trated in FIG. 1a, which is provided in the form of a field
effect transistor, which may also be referred to herein as a
non-volatile storage transistor. The device 100 comprises a
substrate 101 and a semiconductor layer 102 formed there-
above, such as a silicon layer and the like. It should be appre-
ciated that the substrate 101 and the semiconductor layer 102
may represent a silicon-on-insulator (SOI) configuration, if a
buried insulating layer (not shown) is provided between the
substrate 101 and the semiconductor layer 102. In other cases,
the semiconductor layer 102 represents a portion of a crys-
talline material of the substrate 101, thereby providing a bulk
configuration. The semiconductor layer 102 comprises a
semiconductor region or active region 102A, in and above
which the transistor 150 is formed. The active region 102A
may be laterally delineated by any appropriate isolation struc-
ture (not shown), such as a shallow trench isolation and the
like.



US 9,054,207 B2

3

The transistor 150 comprises a gate electrode structure 160
formed on the semiconductor region 102A so as to control the
current flow between a source region 151 and a drain region
152, by controlling the conductivity state of a channel region
153, which is laterally positioned between the source region
151 and the drain region 152. The gate electrode structure 160
comprises a gate dielectric material 161, which is typically
comprised of silicon dioxide or silicon oxynitride, with an
appropriate thickness of, for instance, several nanometers in
sophisticated applications. Furthermore, a gate electrode 163
is formed on the gate dielectric material 161 and is typically
comprised of polysilicon material 163 A, possibly in combi-
nation with a contact material 163B in the form of a metal
silicide, such as nickel silicide. Furthermore, the gate elec-
trode structure 160 comprises a charge storage region 162,
typically comprised of silicon nitride, which may also be
referred to as a floating gate, since the charge storage region
162 may be embedded in a dielectric material so as to be
electrically insulated from the gate electrode 163 and from the
channel region 153 and the drain region 152 and may influ-
ence the current flow in the channel region 153. For example,
the gate dielectric material 161 in combination with an addi-
tional dielectric material 161 A may provide dielectric encap-
sulation of the charge storage region 162. Moreover, as illus-
trated in FIG. 14, the charge storage region 162 is positioned
s0 as to overlap with a portion of the drain region 152 and a
portion of the channel region 153. That is, the charge storage
region 162 is positioned at an area in which high energetic
charge carriers may be present upon applying appropriate
voltages to the drain and source regions 152, 151 and the gate
electrode structure 160, which may thus enable the injection
or removal of charge carriers to and from the charge storage
region 162, as will be described later on in more detail.

Furthermore, the transistor 150 may comprise a sidewall
spacer structure 156 formed on sidewalls of the gate electrode
163, which may have any appropriate configuration so as to
appropriately define the lateral and vertical profile of the drain
and source regions 152, 151. Moreover, as illustrated, contact
areas 154, such as metal silicide regions, are provided in the
source and drain regions 151, 152.

In the manufacturing stage shown, the semiconductor
device 100 further comprises a contact structure 120, which
may comprise any appropriate dielectric material or materi-
als, such as a layer 121, for instance in the form of a silicon
nitride material, followed by a second dielectric material 122,
such as a silicon dioxide material. Additionally, the contact
structure 120 comprises contact elements 123 so as to connect
to the source and drain regions 151, 152 and to the gate
electrode structure 160. It should be appreciated that the
contact elements 123 connecting to the source and drain
regions 151, 152 and the contact element 123 connecting to
the gate electrode structure 160 are typically formed at dif-
ferent levels in a direction perpendicular to the drawing plane
of FIG. 1a, i.e., in the direction of the transistor width of the
transistor 150.

The semiconductor device 100 is typically formed on the
basis of any appropriate process strategy, during which other
field effect transistors may also be provided in the device 100.
For example, the active region 102A may be formed by pro-
viding corresponding isolation structures and establishing a
desired basic dopant profile in the region 102A by applying
well-established implantation processes and masking tech-
niques. Next, the gate dielectric material 161 may be formed
with an appropriate thickness on the transistor 150, while, in
other device areas, a reduced thickness may be applied,
depending on the overall device requirements. Next, a mate-
rial for the charge storage region 162 may be provided and
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may be subsequently patterned on the basis of an appropriate
lithography process. Next, dielectric material 161A is formed
and may be patterned, depending on the overall process strat-
egy. Thereafter, the electrode material 163 A, possibly incom-
bination with further materials, such as hard mask materials,
dielectric cap materials and the like, are deposited and may be
subsequently patterned on the basis of sophisticated lithog-
raphy and anisotropic etch techniques. Next, the drain and
source regions 151, 152 may be formed, for instance, by a first
implantation sequence so as to provide the desired overlap of
the regions 151, 152 with the gate electrode structure 160,
followed by the deposition and patterning of any appropriate
dielectric material for forming the sidewall spacer structure
156, which may then be used as an implantation mask for
performing a subsequent implantation process for forming
deeper areas of the drain and source regions 151, 152. Based
on one or more anneal processes, the final dopant profile is
then established and the metal silicide regions 154 and 163B
are formed by well-established process techniques. Next, the
contact structure 120 may be formed by depositing the mate-
rials 121 and 122 and patterning the same so as to form
corresponding contact openings, which may be subsequently
filled with any appropriate conductive material, such as tung-
sten and the like, thereby providing the contact elements 123.

FIG. 15 schematically illustrates the semiconductor device
100 in an operating mode, in which the transistor 150 may be
programmed. It should be appreciated that the transistor 150
represents an N-channel transistor in the example illustrated,
i.e., the source and drain regions 151, 152 are heavily
N-doped, while the channel region 153 is P-doped. When
programming the transistor 150, i.e., when transferring
charge carriers 155A, that is, electrons, into the charge stor-
age region 162, a relatively high programming voltage is
applied to the gate electrode structure 160 and the drain 152.
For example, 12 volts may be applied and may represent a
typical programming voltage. On the other hand, the source
region 151 is connected to the low supply voltage of the
device 100, i.e., 0 volts. In this operational mode, a conduc-
tive channel 155 may build up from the source region 151 via
the channel region 153 so as to connect to the drain region
152. That is, electrons start flowing from the source region
151 to the drain region 152 and may thus be subjected to hot
carrier injection or any other leakage current mechanisms, in
which electrons are gathering sufficient energy so as to move
through the dielectric material 161 and to be trapped in the
region 162.

FIG. 1¢ schematically illustrates the device 100 during the
normal operating mode, i.e., in an operating mode in which
the transistor 150 may be read out in order to determine the
state of the transistor 150 and thus the information contained
therein, which is associated with the state of the transistor
150. Thus, during this operating mode, the regular supply
voltage may be applied, such as 1 volt at the gate electrode
structure 160, while the source 151 is at the low supply
voltage, i.e., 0 volts. In this case, the positive charges 165 may
result in the establishment of a conductive channel 155,
which, however, may be pinched off at the drain side 152 due
to the presence of the stationary charges 155A, which have
previously been programmed into the charge storage region
162. Consequently, a current flow is not established between
the source and drain regions 151, 152, and this high imped-
ance state of the transistor 150 may be detected by any appro-
priate control circuitry (not shown). Hence, since the charges
155A may subsequently not be affected by the typical oper-
ating voltages, except for extremely small leakage currents
and the like, the charges 155A may be considered as station-
ary and may thus provide the non-volatile behavior of the
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transistor 150, that is, even after switching off the supply
voltage, the charges 155A may remain trapped within the
region 162.

FIG. 1d schematically illustrates the device 100 during an
erase cycle, so as to re-write the transistor 150 with an inverse
information bit. To this end, a moderately high voltage that is
significantly above the typical supply voltage, such as 12
volts, is supplied to drain region 152, while the gate electrode
structure 160 is connected to the low supply voltage, i.e., 0
volt. In this case, the charges 155A may be removed from the
region 162, for instance by quantum mechanical effects,
which are typically known as Fowler-Nordheim tunneling.
Hence, the charges 155A may be removed via the channel
region 153 and the drain region 152.

FIG. 1e schematically illustrates the device 100 after eras-
ing the transistor 150 during the normal operating mode.
Next, upon applying the normal operating voltage to the gate
electrode structure 160, for instance 1 volt, the conductive
channel 155 may build up and may now extend to the drain
region 152, thereby providing a low impedance state for the
transistor 150, which may thus be detected by the correspond-
ing control circuitry.

The basic configuration of the transistor 150 may thus
provide a non-volatile storage behavior, wherein a single field
effect transistor may be sufficient to store at least 1 bit of
information, thereby contributing to a high bit density. It turns
out, however, that a further scaling of the overall device
dimension may result in significant difficulties for the con-
ventional concept, since, for instance, the charge storage
region 162 is patterned on the basis of a lithography process,
thereby requiring certain minimum dimensions that are
within the capability of the sophisticated lithography tech-
niques. Consequently, the length of the gate electrode struc-
ture 160 may not be reduced, as is desirable in view of
enhancing the overall information density. Moreover, in
sophisticated applications, increasingly, superior gate elec-
trode structures are used for standard field effect transistors in
order to reduce overall dimensions and increase performance.
Inthese strategies, a high-k dielectric material, i.e., a material
having a dielectric constant of 10.0 or higher, is provided in
the gate insulation layer, in combination with a metal-con-
taining electrode material, wherein various sophisticated pro-
cess strategies have been developed, which may not be com-
patible with the conventional concept of providing a non-
volatile storage transistor, such as the transistor 150. For
example, so-called replacement gate approaches have been
developed, in which the high-k dielectric material in combi-
nation with appropriate electrode metals are provided in a
very late manufacturing stage, i.e., after completing the basic
transistor configuration, which may not be compatible with a
conventional storage transistor configuration. Consequently,
the efficiency and information density provided by conven-
tional non-volatile storage transistors may not be enhanced in
a desired manner, even if highly sophisticated manufacturing
strategies are applied for field effect transistors in other device
areas.

The present disclosure is directed to various methods and
devices that may avoid, or at least reduce, the effects of one or
more of the problems identified above.

SUMMARY OF THE INVENTION

The following presents a simplified summary of the inven-
tion in order to provide a basic understanding of some aspects
of'the invention. This summary is not an exhaustive overview
of the invention. It is not intended to identify key or critical
elements of the invention or to delineate the scope of the
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invention. Its sole purpose is to present some concepts in a
simplified form as a prelude to the more detailed description
that is discussed later.

Generally, the present disclosure provides semiconductor
devices, manufacturing techniques and methods of program-
ming non-volatile storage transistors, in which superior per-
formance may be accomplished by applying a self-aligned
charge storage region in the storage transistor. To this end, in
some illustrative aspects disclosed herein, the charge storage
region may be provided within a sidewall spacer structure that
may per se be self-aligned during the fabrication process with
respect to the gate electrode structure and at least the drain
region. In other illustrative aspects disclosed herein, the
charge storage region may be embedded in the electrode
material, however, without requiring any additional lithogra-
phy process, which may be accomplished by applying a
replacement gate approach, in which a placeholder material
of the gate electrode structure may be removed in a late
manufacturing stage so as to provide a gate opening, which
may be subsequently used for a process for modifying the
etch resistivity of a dielectric material, based on which the
charge storage region may be provided within the gate open-
ing.

The self-aligned nature of the charge storage region may
further provide superior compatibility to sophisticated manu-
facturing techniques and transistor structures, for instance in
terms of sophisticated gate electrode structures, thereby
enabling an efficient implementation of non-volatile storage
transistors into complex semiconductor devices, wherein,
additionally, the overall lateral dimensions of the storage
transistors may be reduced due to the self-aligned nature of
the fabrication process. Moreover, upon using sophisticated
materials, such as high-k dielectric materials, in some illus-
trative aspects disclosed herein, superior conditions may be
achieved during the programming and erasing of the non-
volatile storage transistor, which may be accomplished by
taking advantage of superior material characteristics of
high-k dielectric materials, such as hafhium oxide and the
like. To this end, in some illustrative embodiments disclosed
herein, the programming and also the erasing of the storage
transistor may be accomplished by charge carrier transfer
from the gate electrode from and to the charge storage region,
without requiring charge carrier transfer through a gate insu-
lation layer from the channel region into the charge storage
region, as is the case in conventional storage transistors. Con-
sequently, reduced programming and erasing voltages may be
applied, while also endurance of the storage transistor may be
increased, since the sensitive gate dielectric material may no
longer act as an interface for transferring charges on the basis
ot hot carrier injection.

One illustrative non-volatile storage transistor disclosed
herein comprises a gate electrode formed above a semicon-
ductor region and separated therefrom by a gate insulation
layer. The non-volatile storage transistor further comprises a
source region formed in the semiconductor region that con-
nects to a channel region at a source site of the storage tran-
sistor. Moreover, the transistor comprises a drain region
formed in the semiconductor region so as to connect to the
channel region at a drain site of the storage transistor. Addi-
tionally, a floating sidewall spacer is formed at a sidewall of
the gate electrode, at least at the drain site of the transistor,
wherein the floating sidewall spacer is formed above a portion
of'the channel region and above a portion of the drain region.
Furthermore, a first dielectric layer is formed so as to separate
the floating sidewall spacer from the gate electrode and a
second dielectric layer is formed so as to separate the floating
sidewall spacer from the channel region and the drain region.
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One illustrative method disclosed herein relates to storing
information in a non-volatile storage transistor. The method
comprises providing a charge storage region adjacent and
electrically insulated from a drain region and a gate electrode
of' the storage transistor, wherein the charge storage region is
positioned so as to influence charge carrier flow in a channel
region of the storage transistor. The method additionally com-
prises applying a programming voltage between the gate
electrode structure and the drain region of the storage tran-
sistor so as to initiate charge carrier transfer from the gate
electrode to the charge storage region.

One illustrative method disclosed herein relates to forming
anon-volatile storage transistor. The method comprises form-
ing a gate electrode structure on a semiconductor region and
forming a dielectric charge storage region in a self-aligned
manner adjacent to and electrically insulated from a channel
region and a drain region of the storage transistor.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure may be understood by reference to the
following description taken in conjunction with the accom-
panying drawings, in which like reference numerals identify
like elements, and in which:

FIG. 1a schematically illustrates a cross-sectional view of
a conventional non-volatile storage transistor for a flash
memory cell including a floating gate or charge storage
region;

FIGS. 156-1e schematically illustrate cross-sectional views
of the transistor during various operating modes in program-
ming and erasing the storage transistor, according to conven-
tional strategies;

FIGS. 2a-2i schematically illustrate cross-sectional views
of a semiconductor device during various manufacturing
stages in forming a non-volatile storage transistor including a
floating sidewall spacer as a self-aligned charge storage
region on the basis of a replacement gate approach, according
to illustrative embodiments;

FIG. 2j schematically illustrates a graph representing the
leakage current behavior of a conventional dielectric material
and a high-k dielectric material;

FIGS. 24-2n schematically illustrate cross-sectional views
of the storage transistor during various operating modes for
programming and erasing an N-channel transistor on the
basis of reduced voltages, according to illustrative embodi-
ments;

FIGS. 20-2r schematically illustrate cross-sectional views
of the semiconductor device, when a P-channel transistor is
programmed and erased on the basis of reduced voltages,
according to further illustrative embodiments;

FIGS. 2s-2u schematically illustrate cross-sectional views
of a semiconductor device during various manufacturing
stages in providing a floating spacer element on the basis of a
manufacturing regime without requiring the replacement of a
gate electrode material, according to still further illustrative
embodiments;

FIGS. 3a-3f schematically illustrate cross-sectional views
of a semiconductor device during various manufacturing
stages, in which a charge storage material may be patterned in
a self-aligned manner, i.e., without requiring a lithography
process, during a replacement gate approach within a gate
opening, according to illustrative embodiments;

FIGS. 3g-3/ schematically illustrate cross-sectional views
of'the semiconductor device according to illustrative embodi-
ments in which the charge storage material, possibly in com-
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bination with an etch mask material, may be provided in a late
manufacturing stage and may be patterned in a self-aligned
manner; and

FIGS. 3m-3n schematically illustrate cross-sectional views
of the semiconductor device comprising the self-aligned
charge storage region within the gate electrode, wherein a
high-k dielectric material may result in a superior program-
ming and erasing behavior, according to still further illustra-
tive embodiments.

While the subject matter disclosed herein is susceptible to
various modifications and alternative forms, specific embodi-
ments thereof have been shown by way of example in the
drawings and are herein described in detail. It should be
understood, however, that the description herein of specific
embodiments is not intended to limit the invention to the
particular forms disclosed, but on the contrary, the intention is
to cover all modifications, equivalents, and alternatives fall-
ing within the spirit and scope of the invention as defined by
the appended claims.

DETAILED DESCRIPTION

Various illustrative embodiments of the invention are
described below. In the interest of clarity, not all features of an
actual implementation are described in this specification. It
will of course be appreciated that in the development of any
such actual embodiment, numerous implementation-specific
decisions must be made to achieve the developers’ specific
goals, such as compliance with system-related and business-
related constraints, which will vary from one implementation
to another. Moreover, it will be appreciated that such a devel-
opment effort might be complex and time-consuming, but
would nevertheless be a routine undertaking for those of
ordinary skill in the art having the benefit of this disclosure.

The present subject matter will now be described with
reference to the attached figures. Various structures, systems
and devices are schematically depicted in the drawings for
purposes of explanation only and so as to not obscure the
present disclosure with details that are well known to those
skilled in the art. Nevertheless, the attached drawings are
included to describe and explain illustrative examples of the
present disclosure. The words and phrases used herein should
be understood and interpreted to have a meaning consistent
with the understanding of those words and phrases by those
skilled in the relevant art. No special definition of a term or
phrase, i.e., a definition that is different from the ordinary and
customary meaning as understood by those skilled in the art,
is intended to be implied by consistent usage of the term or
phrase herein. To the extent that a term or phrase is intended
to have a special meaning, i.e., a meaning other than that
understood by skilled artisans, such a special definition will
be expressly set forth in the specification in a definitional
manner that directly and unequivocally provides the special
definition for the term or phrase.

Generally, the present disclosure provides non-volatile
storage transistors, which may be used in flash memory areas
of any type of semiconductor device, wherein superior per-
formance and/or scalability may be accomplished by gener-
ally providing the charge storage region of the storage tran-
sistor in a self-aligned manner, thereby eliminating the
requirement for a sophisticated lithography process, or
appropriately positioning the charge storage region adjacent
to the channel region and the drain region of the transistor. To
this end, in some illustrative embodiments, the sidewall
spacer structure, or at least a portion thereof, may be advan-
tageously used as the charge storage region, which may thus
be self-aligned without requiring any specific lithography
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processes. The sidewall spacer, which may also be referred to
herein as a floating spacer, may be appropriately positioned at
the drain site of the transistor so as to be positioned above a
portion of the channel region and above a portion of the drain
region by providing an asymmetric drain source configura-
tion, which may be accomplished by applying a drain source
extension implantation using a tilt angle. Moreover, the con-
cept of a floating spacer may be applied to sophisticated gate
electrode structures, for instance comprising a high-k dielec-
tric material in combination with a metal-containing elec-
trode material, wherein, in some illustrative embodiments,
the different leakage characteristics of conventional dielec-
trics and high-k dielectric materials may be taken advantage
of in order to enable the programming and erasing of the
storage transistor with significantly reduced voltages com-
pared to conventional concepts. To this end, sophisticated
replacement gate approaches may be applied, in which the
high-k dielectric material may electrically insulate the float-
ing spacer element from the electrode metal of the gate elec-
trode structure, which may result in increased leakage cur-
rents above a certain gate voltage compared to conventional
dielectrics, which may be formed below the floating spacer so
as to isolate the spacer from the drain region and the channel
region. In this case, upon applying an appropriate voltage,
which may, however, be significantly less compared to con-
ventional programming and erasing voltages, charge transfer
may take place from the gate electrode to the floating spacer,
thereby not requiring a charge carrier transfer through the
gate dielectric layer.

In other illustrative embodiments, the concept of a floating
spacer may be applied to any gate electrode structure, such as
a high-k metal gate electrode structure or a conventional gate
electrode structure, thereby providing a high degree of design
flexibility.

In other illustrative embodiments disclosed herein, the
charge storage region may be embedded in the electrode
material of the gate electrode structure in a self-aligned man-
ner, which may be accomplished by removing a placeholder
material of the gate electrode structure in an advanced manu-
facturing stage and using the resulting gate opening as an
efficient mask, for instance for a tilted implantation process,
so as to provide a locally varying etch rate of a dielectric
material within the gate opening. Thereafter, on the basis of
dielectric material having the locally varying etch rate, the
material of the charge storage region may be appropriately
patterned and subsequently a dielectric material, such as
high-k dielectric material, and an electrode metal may be
filled into the gate opening. In some illustrative embodiments,
also in this case, the advantageous behavior of the high-k
dielectric material may be taken advantage of in order to
induce charge carrier transition upon programming and eras-
ing the storage transistor within the gate electrode structure
rather than between the channel region and the embedded
charge storage region.

As a consequence, non-volatile storage transistors of any
conductivity type, such as N-channel transistors and P-chan-
nel transistors, may be provided with reduced overall dimen-
sions without being restricted by lithography, wherein, if
desired, compatibility with sophisticated gate electrode struc-
tures formed on the basis of a high-k dielectric material and a
metal-containing electrode material may be achieved. Con-
sequently, high density non-volatile memory areas may be
provided or may be incorporated into any type of complex
semiconductor device.
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With reference to FIGS. 2a-2u and 3a-34, further illustra-
tive embodiments will now be described in more detail,
wherein reference may also be made to FIGS. 1a-1e, ifappro-
priate.

FIG. 2a schematically illustrates a cross-sectional view of
a semiconductor device 200 comprising a substrate 201 and a
semiconductor layer 202. The substrate 201 and the semicon-
ductor layer 202 may represent any appropriate device archi-
tecture, such as SOI, bulk and the like. Furthermore, any
appropriate material may be used in the semiconductor layer
202 so as to form appropriate circuit elements, such as tran-
sistors and the like, therein and thereabove. Moreover, an
active region or semiconductor region 202A may be provided
in the layer 202, for instance on the basis of any isolation
structure (not shown). An active region is to be understood
herein as a semiconductor region in which one or more PN
junctions are to be formed for one or more transistor ele-
ments. Consequently, the active region 202A may have a
basic dopant concentration and profile as required for form-
ing a transistor of a desired conductivity type. It should be
appreciated, however, that corresponding well dopants may
also be incorporated in a later manufacturing stage, if consid-
ered appropriate in view of the overall process strategy. Fur-
thermore, a gate electrode structure 260 may be formed onthe
active region 202A and may comprise any appropriate mate-
rial 266, which may also represent a placeholder material for
astorage transistor still to be formed, while, in other cases, the
material 266 may act as the actual electrode material, if
required. For example, the material 266 may comprise sili-
con, silicon/germanium and the like. Additionally, a dielectric
cap material 267, such as silicon nitride, silicon dioxide and
the like, may be provided in the gate electrode structure 260.
Additionally, the gate electrode structure 260 may comprise a
dielectric material 261B, which may still be present in a
non-patterned manner, if required. The dielectric material
261B may represent any appropriate dielectric material, such
as silicon dioxide, silicon oxynitride and the like, and may
have any appropriate thickness so as to appropriately isolate a
charge storage region still to be formed above the active
region 202A. For example, a thickness of the layer 261B may
be two to several nanometers, for instance, when comprised
of'silicon dioxide.

The semiconductor device 200 as illustrated in FIG. 2a
may be formed on the basis of any appropriate process strat-
egy, i.e., providing the active region 202A and depositing the
materials for the gate electrode structure 260, which may be
subsequently patterned, at least with respect to the layers 267
and 266, by using any appropriate process technique, as is
also previously discussed with reference to the device 100. It
should be appreciated, however, that contrary to conventional
strategies, a length 260L of the gate electrode structure 260
may be selected in accordance with superior information
density and the like, since any restriction with respect to
providing a charge storage region may be avoided according
to the principles disclosed herein. Thus, the length 260L. may
be in the range 0f 40 nm and less in sophisticated applications.

FIG. 2b schematically illustrates the semiconductor device
200 during an implantation process 203, in which drain and
source dopant species may be incorporated into the active
region 202A in order to form a first portion of source and drain
regions, also referred to as source and drain extension regions
251E, 252E, respectively. During the implantation process
203, an appropriate tilt angle, i.e., as defined by the substan-
tially parallel incoming ion beam and a surface normal 202S,
may be selected such that the source extension region 251E
may receive a certain degree of overlap with the gate elec-
trode structure 260, while the drain extension region 252E
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may be laterally offset from the gate electrode structure 260.
Hence, the extension regions 251E, 252E may be asymmetri-
cally positioned with respect to the gate electrode structure
260. Appropriate tilt angles and implantation parameters may
be readily determined on the basis of the required final source
and drain dopant profiles and the desired degree of asymme-
try by using computer simulation, experiments and the like. It
should be appreciated that the gate electrode structure 260
may comprise any appropriate offset spacer (not shown), if
required in this manufacturing stage.

FIG. 2¢ schematically illustrates the device 200 in a further
advanced manufacturing stage, in which a dielectric charge
storage material 262 may be formed above the active region
202A and the gate electrode structure 260. The material 262
may be provided in the form of any appropriate dielectric
material, such as silicon nitride and the like, which may be
accomplished on the basis of well-established plasma-en-
hanced or thermally activated chemical vapor deposition
(CVD) process techniques. Thereafter, the layer 262 may be
etched on the basis of any appropriate etch recipe, wherein a
plurality of selective plasma-assisted etch techniques for
etching silicon nitride selectively with respect to silicon diox-
ide are well established and may be used for patterning the
layer 262.

FIG. 2d schematically illustrates the semiconductor device
200 in a further advanced manufacturing stage. As illustrated,
a spacer 262S may be formed on sidewalls of the gate elec-
trode 266, wherein a size thereof may be substantially deter-
mined by the thickness of the initial layer 262 (FIG. 2¢) and
the etch parameters used for patterning this layer. For
example, in some illustrative embodiments, the spacer 262S,
which may act a self-aligned charge storage region, as will be
explained later on in more detail, may have a width that may
be appropriate for forming drain and source regions 252, 251
with an appropriate lateral and vertical profile, while, in other
cases, an additional sidewall spacer structure 255 may be
provided, for instance in the form of a silicon nitride material,
possibly in combination with a silicon dioxide liner, in order
to provide an increased lateral offset during a corresponding
implantation sequence for forming the drain and source
regions 252, 251 so as to appropriately connect to the corre-
sponding extension regions 252E, 251E. The final dopant
profile may be adjusted on the basis of any appropriate anneal
technique, thereby also activating the incorporated dopant
species and re-crystallizing, at least partially, any implanta-
tion-induced damage. Consequently, the source extension
region 251E may have a desired overlap with the gate elec-
trode 266, while the drain extension region 252F may overlap
with the spacer 2625, which is thus positioned above a portion
of'the channel region 253 and a portion of the drain extension
region 252E. Consequently, the spacer 262S may be posi-
tioned so as to influence the current flow through the channel
region 253 upon incorporating charge carriers therein, as will
be described later on in more detail. On the other hand, the
spacer 262S is separated from the channel region 253 and the
drain extension region 252F by the dielectric material 261B.

FIG. 2e schematically illustrates the device 200 in a further
advanced manufacturing stage, in which a portion of a contact
structure 220 may be provided above the active region 202A
and the gate electrode structure 260. For example, the struc-
ture 220 may comprise any appropriate dielectric material or
materials, such as a material 221, for instance provided in the
form of silicon nitride and the like, possibly in a highly
stressed state, followed by a further dielectric material 222,
such as a silicon dioxide material and the like. Moreover, if
required, contact areas in the form of metal silicide regions
254 may be provided in the drain and source regions 252, 251,
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while the gate electrode 266 may comprise still at least a
portion of the dielectric cap material 267.

The metal silicide regions 254 and the dielectric materials
221, 222 may be provided on the basis of any appropriate
process strategy. It should be appreciated that additional
materials, such as etch stop materials and the like, may be
provided together with the materials 221 and 222, if required,
for instance for providing differently stressed dielectric mate-
rials in different device areas and the like.

FIG. 2f'schematically illustrates the device 200 in a further
advanced manufacturing stage, in which the materials 221
and 222 are planarized so as to expose a top surface of the
placeholder material 266 (FIG. 2e¢), which may then be
removed on the basis of any appropriate selective etch tech-
nique. For example, a plurality of wet chemical and plasma-
assisted etch recipes are available for removing a plurality of
materials, such as silicon, with respect to dielectric materials,
such as silicon nitride, silicon dioxide and the like. Conse-
quently, during the corresponding etch process, a gate open-
ing 2600 may be formed in the gate electrode structure 260,
wherein the material 261B may act as an efficient etch stop
material. If desired, the initial thickness 261T of the material
261B, which may be appropriately selected so as to efficiently
separate the spacer 262S from the drain region 252 and the
channel region 253, may be reduced within the opening
2600, for instance by using any well-controllable etch tech-
niques, such as hydrofluoric acid and the like. In other cases,
the exposed portion of the material 261B may be substantially
completely removed, for instance by plasma-assisted etch
processes in combination with wet chemical etch processes
and the like, if considered appropriate for the further process-
ing of the device 200 and the resulting device characteristics.

FIG. 2g schematically illustrates the semiconductor device
200 in a further advanced manufacturing stage. As illustrated,
a gate dielectric material 261 may be formed within the open-
ing 2600, thereby separating an electrode material 263 from
the channel region 253. Furthermore, as previously dis-
cussed, a portion of the material 261B or all of the material
261B may also be present and may act in combination with
the material 261 as a gate insulation layer of the gate electrode
structure 260. In other cases, a corresponding conventional
dielectric material may be newly formed, for instance by
oxidation and the like, if considered appropriate. On the other
hand, the material 261 is formed so as to be in contact with the
sidewall spacers 262S, thereby electrically insulating the
spacers 2628 from the electrode material 263. In some illus-
trative embodiments, the material 261 may comprise a high-k
dielectric material, such as a hafnium oxide based material, a
zirconium oxide based material and the like, which may typi-
cally have a higher dielectric constant compared to conven-
tional dielectric materials, such as silicon dioxide, silicon
nitride and the like. The electrode material 263 may be com-
prised of any material or material layers in order to obtain the
desired high conductivity and the threshold voltage, for
instance by providing an appropriate work function adjusting
material in the layer 263, as may be appropriate for the gate
electrode structure 260. For instance, titanium nitride, tanta-
lum nitride, aluminum, lanthanum and the like may represent
appropriate candidates for materials to be used in the elec-
trode layer 263. Typically, the dielectric material 261 may be
deposited on the basis of a conformal deposition technique,
such as atomic layer deposition (ALD), which represents a
self-limiting CVD-like deposition technique, or any other
process technique. Similarly, the material 263 may be pro-
vided by CVD-like deposition techniques, sputter deposition,
electrochemical deposition or any combination thereof.
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FIG. 2/ schematically illustrates the semiconductor device
200 in a further advanced manufacturing stage, i.e., after the
removal of any excess material, thereby providing the gate
electrode structure 260 so as to comprise a gate electrode 263,
i.e., the remaining material ofthe layer 263 of FIG. 2g, and the
dielectric material 261, which, in combination with the mate-
rial 261B, may represent the gate dielectric material of the
gate electrode structure 260. Moreover, the layer 261 may
separate the gate electrode 263 from the spacer 262S, which
in turn is separated by the material 261B from the channel
region 253 and the drain region 252. It should be appreciated
that any appropriate process strategy, such as chemical
mechanical polishing CMP) and the like, may be applied in
order to obtain the device 200 as shown in FIG. 2/.

FIG. 2i schematically illustrates the semiconductor device
200 in a stage in which the contact structure 220 may be
completed and may comprise contact elements 223 so as to
connect to the transistor 250. For example, the contact struc-
ture 220 may comprise an additional dielectric material 224,
possibly in combination with an etch stop material 225 which
may be provided in the form of any appropriate dielectric
materials. Thus, contact elements 223 may connect to the
drain and source regions 252, 251 and also to the gate elec-
trode structure 260, i.e., to the gate electrode 263. Any appro-
priate process strategy may be applied for forming the contact
structure 220 as shown in FIG. 2i, wherein sophisticated
lithography strategies may be applied due to the reduced
lateral dimension of the transistor 250, which is no longer
restricted by the incorporation of an embedded charge storage
region to be formed on the basis of lithography processes.

Consequently, the spacer 262S atthe drainssite, i.e., formed
above the channel region 253 and the drain region 252, may
act as a self-aligned charge storage region, which may
exchange charge carriers with the gate electrode 263 through
the dielectric material 261, while an injection of hot charge
carriers from the channel region 253 into the spacer 262S for
programming and erasing the transistor 250 may be substan-
tially avoided, as will be discussed later on.

FIG. 2j illustrates the leakage behavior of a high-k dielec-
tric material, represented by curve B, versus the leakage
behavior of a conventional dielectric material, such as silicon
dioxide, represented by curve A, in a very schematic manner.
As illustrated, the horizontal axis represents the gate voltage,
i.e., a voltage supplied to the gate electrode and the drain or
source of a corresponding transistor, while the vertical axis
may represent the resulting leakage current in arbitrary units.
As shown, for moderately low gate voltages, which may
represent the operating voltages of sophisticated transistors in
a normal operating mode, the leakage current of a conven-
tional gate dielectric material, i.e., curve A, may be signifi-
cantly higher compared to a high-k dielectric material, i.e.,
curve B, such as hafnium oxide. It should be appreciated that
the corresponding thickness values of these materials may be
selected so as to obtain the same oxide equivalent thickness.
Thus, as expected, for normal operating voltages, the high-k
dielectric material may exhibit a superior performance. On
the other hand, athigher voltages, for instance, in the example
shown, above approximately 1.4 volts, the leakage current of
the high-k dielectric material may increase and may be higher
compared to the conventional dielectric material. Conse-
quently, this effect may, in some illustrative embodiments, be
advantageously exploited so as to initiate leakage currents
through a high-k dielectric material at a reduced voltage
compared to a conventional dielectric material, thereby
enabling applying reduced programming voltages and eras-
ing voltages, as will be described later on.
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FIG. 2k schematically illustrates a procedure for program-
ming the transistor 250, when representing an N-channel
transistor, on the basis of a superior programming strategy
compared to conventional procedures, as, for instance,
described with reference to FIG. 15. As illustrated, a moder-
ately high voltage may be applied to the drain 252, which,
however, may be significantly lower compared to conven-
tional programming voltages. For example, a voltage above 1
voltand less than approximately 5 volts may be applied, while
the source 251 and the gate electrode 263 are held at the lower
supply voltage, i.e., 0 volts. Due to the increased program-
ming voltage, charge carriers 263C may be transferred from
the gate electrode 263 into the floating spacer 262S and may
thus be accumulated therein, thereby providing the stationary
charge in the spacer 262S.

FIG. 2/ schematically illustrates the semiconductor device
200 in a normal operating mode, when transistor 250 is in a
programmed state, i.e., when charge carriers 263C are posi-
tioned within the floating spacer 262S. In this case, the normal
operating voltage, for instance +1 volt, is applied to the gate
electrode 263, while the source 251 is held at the lower supply
voltage. In this case, a conductive channel 255 may build up
starting from the source region 251 due to the positively
pre-charged gate electrode 263, while, however, the negative
charges 263C in the spacer 262S may result in an efficient
interruption or pinch off of the channel 255, thereby resulting
in a high impedance state of the transistor 250.

FIG. 2m schematically illustrates the device 200 during an
erase mode, in which a moderately high erase voltage, for
instance a voltage above 1 volt, is applied to the gate electrode
263, while the drain and source regions 252, 251 are held at
the lower supply voltage. Consequently, the charge carriers
263C may channel through the gate dielectric material 261
into the electrode 263.

FIG. 2n schematically illustrates the semiconductor device
200 in the normal operating mode, when the transistor 250 is
in the erased or non-programmed state, i.e., charge carriers
have been removed from the floating spacer 262S. In this
case, the conductive channel 255 may build up from the
source region 251 via the channel region 253 and may con-
nect to the drain region 252 due to the lack of the negative
excess charge in the spacer 262S.

Consequently, based on the above programming and eras-
ing procedure, the transistor 250 may be bought into a low
impedance state and high impedance state, as required for a
memory cell, which may be accomplished on the basis of
moderately low programming and erasing voltages compared
to conventional strategies.

FIG. 20 schematically illustrates the device 200 during a
programming phase, when the transistor 250 represents a
P-channel transistor. In this case, a moderately high program-
ming voltage of, for instance, above one volt, depending on
the characteristics of the dielectric material in the gate elec-
trode structure 260, may be applied to the drain region 252,
while the gate electrode 263 is kept at the low supply voltage.
Consequently, as explained above, the excess charge carriers
263C may be transferred into the floating spacer 262S.

FIG. 2p schematically illustrates the device 200 during the
normal operating mode, i.e., the supply voltage of, for
instance, +1 volt is applied to the source region 251, while the
gate electrode 263 is connected to the low supply voltage.
Consequently, a conductive channel 255 may build up and
may, due to the presence of the negative excess charge 263C
within the floating spacer 262S, connect to the drain region
252, thereby providing a low impedance state.

FIG. 2¢ schematically illustrates the device 200, when
erasing the transistor 250, whereby the erasing voltage of, for
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instance, more than one volt is applied to the gate electrode
263, while the drain region 252 is connected to the low supply
voltage. Consequently, at least the most part of the excess
charge 263C may be transferred into the gate electrode 263.

In FIG. 2r, the normal operating mode of the device 200 is
illustrated, after erasing the transistor 250. In this case, the
conductive channel 255 may not connect to the drain region
252 due to the lack of sufficient excess charge in the floating
spacer 2628, thereby resulting in a high impedance state.

Consequently, P-channel transistors and N-channel tran-
sistors may be efficiently used as non-volatile storage tran-
sistors, wherein reduced dimensions may be implemented
due to the self-aligned nature of the manufacturing process.
Furthermore, contrary to conventional non-volatile storage
transistors, a charge transfer to and from the charge storage
region may be established by means of the gate electrode
rather than requiring the transition of charge carriers through
the actual gate dielectric layer, thereby providing superior
endurance, i.e., an increased number of write and erase cycles
of' the storage transistor. Moreover, the process strategy may
be compatible with sophisticated replacement gate
approaches in which high performance gate electrode struc-
tures may be provided in other transistor elements.

With reference to FIGS. 2s-2u, further illustrative embodi-
ments will be described, in which the concept of a floating
spacer may be applied to any appropriate gate electrode struc-
ture.

FIG. 2s schematically illustrates the semiconductor device
200 in a manufacturing stage in which the drain and source
extension regions 252K, 251E are formed in the active region
202A and have an asymmetric configuration with respect to
the gate electrode structure 260, which may comprise a gate
dielectric material 261B, such as a material comprising a
high-k dielectric material in combination with a conventional
dielectric material, or the material 261B may be provided in
the form of a conventional dielectric material, such as silicon
oxynitride and the like. Moreover, the gate electrode structure
260 may comprise an electrode material 263 A, such as a
polysilicon material, possibly in combination with a metal-
containing electrode material, thereby providing a high-k
metal gate electrode structure if the material 261B comprises
a high-k dielectric material. In other cases, the electrode
material 263A may be comprised of a semiconductor mate-
rial, such as polysilicon and the like. Furthermore, if required,
a cap material 267 may still be provided above the material
263A, while, in other cases, the material 267 may have been
removed in an earlier manufacturing phase. Furthermore, the
floating sidewall spacer 262S is formed on the sidewalls of the
gate electrode structure 260 in combination with an appropri-
ate dielectric material 261B, such as a silicon dioxide mate-
rial, having an appropriate thickness so as to appropriately act
as acharge transfer layer, as is also previously discussed when
referring to the conventional semiconductor device 100.

It should be appreciated that the device 200 as illustrated in
FIG. 25 may be formed on the basis of similar process tech-
niques described above, for instance for providing the exten-
sion regions 251E, 252E, while the gate electrode structure
260 may be formed in accordance with any appropriate pro-
cess strategy in order to obtain the desired electrical perfor-
mance and gate length. For example, a high-k dielectric mate-
rial in combination with a metal-containing electrode
material may be provided in an early manufacturing stage in
combination with a silicon material, while, in other cases, a
conventional electrode structure may be provided, however,
without being restricted in the lateral dimensions by sophis-
ticated lithography process due to the self-aligned nature of
the spacer 262S.
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FIG. 2¢ schematically illustrates the device 200 in a further
advanced manufacturing stage. As illustrated, the transistor
250 may comprise the drain and source regions 252, 251
including metal silicide regions 254. Furthermore, in some
illustrative embodiments, a metal silicide 263B may also be
formed in the electrode material 263 A, which may be accom-
plished by removing the cap layer 267 prior to performing a
corresponding silicidation process. Thus, as previously
explained, the floating spacer 262S may be positioned above
a portion of the channel region 253 and the drain region 252
and may be separated from the gate electrode 263 A and the
regions 253, 252 by the dielectric material 261B. It should be
appreciated that a height of the spacer 262S may be appro-
priately reduced, for instance upon forming the spacer, so as
to avoid any contact with the metal silicide region 263B.

FIG. 2u schematically illustrates the device 200 in a further
advanced manufacturing stage. As shown, the contact struc-
ture 220 may be provided and may have a similar configura-
tion as is, for instance, illustrated in FIG. 1a when referring to
the conventional storage transistor. Furthermore, the transis-
tor 250 may be illustrated in a stage in which excess charge
may be accumulated in the floating spacer 262S during a
programming procedure, which may be performed on the
basis of a conventional strategy, for instance by applying a
high voltage, such as 12 volts, to the gate electrode 263 A,
263B and to the drain region 252, when the transistor 250
represents an N-channel transistor. Consequently, upon
building up the conductive channel 255 in the channel region
253, hot charge carriers may be transferred into the spacer
2628, as is also previously explained with reference to the
device 100. Similarly, upon erasing the transistor 250, the
excess charge may be drained off via the drain region 252, as
previously discussed. Consequently, a conventional program-
ming and erasing strategy may be applied, while nevertheless
a high degree of flexibility in designing the gate electrode
structure 260 may be achieved, for instance in terms of mate-
rial composition and in particular in terms of lateral dimen-
sions due to the self-aligned nature of the floating spacer
262S.

With reference to FIGS. 3a-3#, further illustrative embodi-
ments will now be described, in which the charge storage
region may be embedded in the gate electrode material, how-
ever, contrary to conventional strategies, in a self-aligned
manner, i.e., without requiring an additional lithography pro-
cess for patterning the charge storage region within the gate
electrode structure.

FIG. 3a schematically illustrates a cross-sectional view of
a semiconductor device 300 comprising a substrate 301 and a
semiconductor layer 302, having formed therein an active
region 302A, in and above which may be provided a storage
transistor 350. The transistor 350 may comprise a gate elec-
trode structure 360 including a placeholder material 366, such
as polysilicon and the like. Moreover, a dielectric material
361A may be provided, for instance in the form of silicon
dioxide, silicon oxynitride and the like. Additionally, a charge
storage material 362, such as silicon nitride and the like, may
be formed on the dielectric material 361 A and may extend,
contrary to conventional approaches, along the entire length
of the gate electrode structure 360. The transistor 350 may
further comprise drain and source regions 352, 351, which
may have a symmetric configuration with respect to the gate
electrode structure 360, i.e., the regions 352, 351 may overlap
with the gate electrode 366, as required. Furthermore, metal
silicide regions 354 may be provided in the drain and source
regions 352, 351 and a contact structure 320, or at least a
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portion thereof, may be provided, for instance comprising
materials 321, 322 in the form of silicon nitride, silicon diox-
ide and the like.

The semiconductor device 300 as illustrated in FIG. 3a
may be formed on the basis of the following processes. The
active region 302A may be provided in accordance with any
appropriate process strategy, as is, for instance, previously
discussed, and thereafter appropriate materials for the layers
361A, 362 and 366, possibly in combination with additional
materials, such as a dielectric cap material, hard mask mate-
rials and the like, may be provided, and may finally be pat-
terned in accordance with the desired critical dimensions.
Thus, the charge storage material 362 may be patterned
together with a gate layer stack. Thereafter, the drain and
source regions 352, 351 may be provided in accordance with
well-established implantation techniques, using, for instance,
a sidewall spacer structure 355 as an implantation mask. After
any anneal processes, the metal silicide regions 354 may be
formed and the materials 321, 322 may be deposited and
planarized, thereby exposing the material 366. Thereafter, the
material 366 may be removed by any appropriate selective
etch recipe, such as wet chemical etch recipes in the form of
TMAH (tetra methyl ammonium hydroxide), in order to
remove silicon material selectively with respect to dielectric
materials. In other cases, plasma-assisted recipes, possibly in
combination with wet chemical recipes, may be applied. Dur-
ing this etch process, the charge storage material 362 may act
as an efficient etch stop material.

FIG. 36 schematically illustrates the semiconductor device
300 in an advanced manufacturing stage, in which a gate
opening 3600 may be provided in the gate electrode structure
360 upon removing the placeholder material 366 (FIG. 3a).
Furthermore, the gate opening 3600 may be used as an effi-
cient implantation mask during an implantation process 306,
in which an appropriate implantation species may be incor-
porated in the layer 362 in a locally selective manner within
the gate opening 3600, thereby moditying the etch behavior
of the material 362.

It is well known that a plurality of etch chemistries may
respond highly sensitively to the incorporation of any mate-
rial species into a base material, which may result in an
increased or reduced etch rate. For example, hydrofluoric
acid, which may be used for etching silicon dioxide, may also
have a certain etch rate in a silicon nitride material, when
incorporating therein an increased amount of hydrogen.
Similarly, the etch rate of silicon dioxide may be modified
upon introducing additional atomic species. Consequently,
by performing the implantation process 306 so as to result in
a locally varying incorporation of the implant species, the
desired locally varying etch modification may be achieved.
For example, an appropriate tilt angle beta (p), i.e., the angle
between incoming ion beam and a surface normal 302S, may
be selected such that a portion 362R at the source site of the
transistor 350 may preferably be exposed to the ion bombard-
ment, while a portion 3628 may be efficiently shadowed. For
example, by incorporating a hydrogen species, the etch rate of
the material 362, if comprised of silicon nitride, may be
strongly increased in the portion 362R. In other cases, any
other appropriate material systems may be identified, in
which the etch rate may be efficiently modified on the basis of
an ion bombardment. For example, if a species may be iden-
tified which may result in a significant reduction of the etch
rate, the implant angle beta may be selected so as to expose
the portion 3628, while shadowing the portion 362R.

FIG. 3¢ schematically illustrates the semiconductor device
300 when exposed to a reactive etch ambient 307, in which
the portion 362R (FIG. 3b) may be efficiently removed, while
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a significant amount of the region 362S may be preserved,
thereby forming a charge storage region in the gate opening
3600. As discussed above, the etch process 307 may be
established on the basis of any appropriate chemistry that
responds in a sensitive manner to the incorporation of appro-
priate implantation species, as discussed above.

FIG. 3d schematically illustrates the device 300 in a further
advanced manufacturing stage, in which a gate dielectric
material 361, such as a high-k dielectric material, is formed in
the gate opening 3600 and on the charge storage region 362S
and an exposed portion of the dielectric material 361A. To
this end, any appropriate deposition technique may be
applied, as is also previously discussed. It should be appreci-
ated that, if desired, material 361 A may be removed and may
be replaced by any appropriate dielectric material, such as
silicon dioxide and the like, having a desired thickness so as
to act, in combination with the material 361, as an efficient
gate dielectric material. In this case, the dielectric material
361A, formed below the region 362S may be appropriately
adapted to the leakage behavior for transferring charge from
and into the region 362S.

FIG. 3e schematically illustrates the device 300 with an
electrode material 363 formed in and above the gate opening
3600. The material 363 may comprise any appropriate mate-
rial or materials in order to provide the desired conductivity
and to adjust the work function of the gate electrode structure
360 in accordance with device requirements. Thereafter, any
excess material may be removed, for instance by CMP and the
like, and the further processing may be continued by forming
a dielectric material above the resulting structure.

FIG. 3f schematically illustrates the device 300 in which
the contact structure 320 may comprise one or more further
dielectric materials 324, which may then be patterned so as to
form contact openings and corresponding contact elements
323 therein so as to connect to the transistor 350, as is also
previously discussed.

The programming and erasing of the transistor 350 during
operation may be accomplished on the basis of procedures as
are also discussed above with reference to the conventional
storage transistor 100.

FIG. 3g schematically illustrates the device 300 according
to further illustrative embodiments, in which the gate opening
3660 is provided in the gate electrode structure 360, wherein
a charge storage material is still to be formed in the opening
3660. Consequently, in this case, a high degree of compat-
ibility may be achieved for patterning the gate electrode struc-
ture 360 with respect to the gate electrode structures of any
other field effect transistors.

FIG. 3/ schematically illustrates the device 300 with the
dielectric material 362 formed in the gate opening 3660. The
material 362 may be provided in the form of a silicon nitride
material, or any other appropriate charge storage material.
Furthermore, in some illustrative embodiments, the material
362 may be provided together with a mask material 369, such
as silicon dioxide and the like, depending on the availability
of etch chemistries, which may efficiently respond to the
incorporation of an implant species. The layers 362 and the
optional layer 369 may be provided on the basis of any appro-
priate deposition technique, such as CVD and the like.

FIG. 3i schematically illustrates the device 300 during the
ion implantation process 306, in which the gate opening 3660
may be used as an efficient mask for selectively modifying the
etch behavior of the material 362 and/or of the material 369,
if provided. That is, an etch rate increasing or decreasing
species may be efficiently implanted during the process 306.

FIG. 3j schematically illustrates the device 300 during an
etch process 308, in which a portion of the material 362 may
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be removed, when the optional layer 369 is not provided,
thereby maintaining the material 362 at least at the portion
3625, which may act as the charge storage region, as previ-
ously explained. In other cases, the etch process 308 may be
used in order to pattern the mask material 369 so as to expose
a portion 362R in the gate opening 3660. To this end, any
appropriate etch recipe may be applied, which may respond
sensitively to the implanted species, as discussed above.

FIG. 3k schematically illustrates the device 300 during a
further etch process 309 in embodiments in which the mate-
rial 369 may act as an efficient mask material. As indicated,
the portion 362S may be preserved by the mask material 369,
possibly in combination with material 362 at sidewalls of the
gate electrode structure 360 at the drain site of the transistor
350. During the etch process 309, the exposed portion of the
dielectric layer 361A may act as an efficient etch stop mate-
rial, which may be subsequently removed and may be
replaced by any other appropriate dielectric material, if
desired.

FIG. 3/ schematically illustrates the device 300 in an
advanced manufacturing stage, in which a dielectric material
361, such as a high-k dielectric material, is provided in the
gate electrode structure 360 together with the electrode mate-
rial 363, which may have any appropriate configuration, as is
also discussed above. Thereafter the further processing may
be continued by removing any excess material, as explained
above. Consequently, also in this case, the charge storage
region 362S may be provided in a later manufacturing stage in
a self-aligned manner, i.e., without requiring a specific lithog-
raphy process.

FIG. 3m schematically illustrates the semiconductor
device 300 according to further illustrative embodiments in
which the charge storage region 362S may be provided selec-
tively within the gate opening 3660 in a self-aligned way, as
is discussed above. Moreover, the region 362S may be sepa-
rated from the drain region 352 and the channel region 353 by
the dielectric material 361 A having a moderately high thick-
ness so as to substantially avoid charge carrier transition upon
programming and erasing the transistor 350. To this end, upon
patterning the gate electrode structure 360, an appropriate
material, such as silicon dioxide, silicon oxynitride, with a
desired thickness may be used. After forming the material
3628, a further process 310 may be performed, for instance an
etch process, for removing a portion of the material 361A, so
as to reduce the thickness thereof, as indicated by 361B,
while, in other illustrative embodiments, the exposed portion
of'the material 361A may be replaced by any other appropri-
ate dielectric material having a desired composition and
thickness. For example, in this case, the process 310 may
additionally include an oxidation process, a surface treatment
and the like. Thereafter, the further processing may be con-
tinued by depositing a high-k dielectric material within the
gate opening 3660, as is also previously discussed, thereby
also providing a high-k dielectric material on the charge stor-
age region 362S. Thereafter, any appropriate electrode mate-
rial may be deposited, as described above.

FIG. 3n schematically illustrates the semiconductor device
300 in a further advanced manufacturing stage. As illustrated,
the gate electrode structure 360 may comprise a high-k
dielectric material 361 in combination with electrode mate-
rial 363. Consequently, the region 362S may be separated
from the electrode 363 by the high-k dielectric material 361
and may be separated from the drain region 352 and the
channel region 353 by the dielectric material 361A. Conse-
quently, as previously discussed with reference to the device
200, the leakage current behavior of the high-k dielectric
material 361 may be taken advantage of during the program-
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ming and erasing of the transistor 350 so that excess charge,
indicated by 363C, may be injected into the region 362S or
may be removed therefrom with the high-k dielectric material
361 into the electrode 363 without requiring hot carrier injec-
tion via the channel region 353 and the drain region 352.
Consequently, as discussed before, also in this case, signifi-
cantly reduced programming and erasing voltages may be
applied, thereby significantly simplifying the operation of the
transistor 350 during any write cycles.

As a result, the present disclosure provides manufacturing
techniques, semiconductor devices and programming and
erasing procedures in which superior performance and
enhanced compatibility with complex manufacturing strate-
gies may be accomplished by providing a self-aligned charge
storage region embedded in the electrode material or in the
form of a sidewall spacer. Moreover, in some illustrative
embodiments, the leakage behavior of high-k dielectric mate-
rials may be efficiently exploited in order to reduce the
required programming and erasing voltages. Consequently,
non-volatile storage transistors may be implemented with
reduced overall dimensions, while at the same time providing
a high degree of flexibility in combining the non-volatile
storage transistors with other sophisticated circuit elements
and manufacturing strategies. For example, full replacement
gate approaches may be applied, while, in other cases, con-
ventional gate electrode structures or high-k metal gate elec-
trode structures provided in an early manufacturing stage may
be used in combination with the non-volatile storage transis-
tors.

The particular embodiments disclosed above are illustra-
tive only, as the invention may be modified and practiced in
different but equivalent manners apparent to those skilled in
the art having the benefit of the teachings herein. For example,
the process steps set forth above may be performed in a
different order. Furthermore, no limitations are intended to
the details of construction or design herein shown, other than
as described in the claims below. It is therefore evident that
the particular embodiments disclosed above may be altered or
modified and all such variations are considered within the
scope and spirit of the invention. Accordingly, the protection
sought herein is as set forth in the claims below.

What is claimed:

1. A non-volatile storage transistor, comprising:

a gate electrode formed above a semiconductor region and

separated therefrom by a gate insulation layer;

a source region formed in said semiconductor region and
connecting to a channel region at a source side of said
storage transistor;

a drain region formed in said semiconductor region and
connecting to said channel region at a drain side of said
storage transistor;

a floating sidewall spacer formed adjacent a sidewall of
said gate electrode at least at said drain side of said
storage transistor, said floating sidewall spacer being
formed above a portion of said channel region and above
a portion of said drain region;

a first dielectric layer formed so as to separate said floating
sidewall spacer from said gate electrode, wherein said
first dielectric layer is comprised of a high-k dielectric
material; and

a second dielectric layer formed so as to separate said
floating sidewall spacer from said channel region and
said drain region.

2. The non-volatile storage transistor of claim 1, wherein
said second dielectric layer is comprised of a dielectric mate-
rial having a dielectric constant that is less than a dielectric
constant of said first dielectric layer.
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3. The non-volatile storage transistor of claim 1, further
comprising a second floating sidewall spacer formed adjacent
a sidewall of said gate electrode at a source side, wherein said
second floating sidewall spacer is formed above a portion of
said source region without extending above said channel
region.

4. The non-volatile storage transistor of claim 1, wherein
said gate insulation layer comprises a high-k dielectric mate-
rial.

5. The non-volatile storage transistor of claim 4, wherein
said gate electrode comprises a metal-containing electrode
material that is in physical contact with said gate insulation
layer.

6. The non-volatile storage transistor of claim 1, wherein
said drain and source regions have an N-type conductivity.

7. The non-volatile storage transistor of claim 1, wherein
said drain and source regions have a P-type conductivity.

8. The non-volatile storage transistor of claim 1, wherein a
programming voltage is less than approximately 5 volts.

9. A non-volatile storage transistor, comprising:

a gate electrode positioned above a semiconductor region

and separated therefrom by a gate insulation layer;

a source region formed in said semiconductor region and
connecting to a channel region at a source side of said
storage transistor;

a drain region formed in said semiconductor region and
connecting to said channel region at a drain side of said
storage transistor;

a drain-side floating sidewall spacer formed adjacent a
drain-side sidewall of said gate electrode, said drain-side
floating sidewall spacer being formed above a portion of
said channel region and above a portion of said drain
region;

a source-side floating sidewall spacer formed adjacent a
source-side sidewall of said gate electrode, wherein said
second floating sidewall spacer is formed above a por-
tion of said source region without extending above said
channel region;

a first dielectric layer formed so as to separate said drain-
side floating sidewall spacer from said gate electrode;
and

a second dielectric layer formed so as to separate said
drain-side floating sidewall spacer from said channel
region and said drain region.

10. The non-volatile storage transistor of claim 9, wherein
said first dielectric layer is comprised of a high-k dielectric
material.

11. The non-volatile storage transistor of claim 10, wherein
said second dielectric layer is comprised of a dielectric mate-
rial having a dielectric constant that is less than a dielectric
constant of said first dielectric layer.
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12. The non-volatile storage transistor of claim 9, wherein
said gate insulation layer comprises a high-k dielectric mate-
rial.

13. The non-volatile storage transistor of claim 12, wherein
said gate electrode comprises a metal-containing electrode
material that is in physical contact with said gate insulation
layer.

14. The non-volatile storage transistor of claim 9, wherein
said drain and source regions have an N-type conductivity.

15. The non-volatile storage transistor of claim 9, wherein
said drain and source regions have a P-type conductivity.

16. The non-volatile storage transistor of claim 9, wherein
a programming voltage is less than approximately 5 volts.

17. A non-volatile storage transistor, comprising:

a gate electrode formed above a semiconductor region and
separated therefrom by a gate insulation layer;

a source region formed in said semiconductor region and
connecting to a channel region at a source side of said
storage transistor;

a drain region formed in said semiconductor region and
connecting to said channel region at a drain side of said
storage transistor;

a floating sidewall spacer formed adjacent a sidewall of
said gate electrode at least at said drain side of said
storage transistor, said floating sidewall spacer being
formed above a portion of said channel region and above
a portion of said drain region;

a first dielectric layer formed so as to separate said floating
sidewall spacer from said gate electrode;

a second dielectric layer formed so as to separate said
floating sidewall spacer from said channel region and
said drain region; and

a second floating sidewall spacer formed adjacent a side-
wall of said gate electrode at a source side, wherein said
second floating sidewall spacer is formed above a por-
tion of said source region without extending above said
channel region.

18. The non-volatile storage transistor of claim 17, wherein
said second dielectric layer is comprised of a dielectric mate-
rial having a dielectric constant that is less than a dielectric
constant of said first dielectric layer.

19. The non-volatile storage transistor of claim 17, wherein
said gate insulation layer comprises a high-k dielectric mate-
rial.

20. The non-volatile storage transistor of claim 19, wherein
said gate electrode comprises a metal-containing electrode
material that is in physical contact with said gate insulation
layer.

21. The non-volatile storage transistor of claim 20, wherein
a programming voltage is less than approximately 5 volts.
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